
DECLARATION OF PERF. NO.

PRODUCT

PRODUCT IDENTIFICATION (SN)

INTENDED USE

MANUFACTURER

SYSTEM OF ASSESSMENT

NOTIFIED BODY

HARMONISED STANDARDS

CERTIFICATE NO.

PERFORMANCE HARMONISED STANDARDS

Pass

D120

D120

A2-s1,d0 EN 13501-1

1/1AVAPS s.r.o., U Obalovny 488, 250 67 Klecany / IČ 25650939

Reaction to fire

Product characteristics are in compliance with the properties listed in the table. This declaration of performance is made under the sole responsibility of the 

manufacturer. Signed by and on behalf of the manufacturer:

Klecany, XX.XX.XXXX Ing. Pavel Novotný, statutory representative

712-5-25.01 / XXXXXX-XX

ESSENTIAL CHARACTERISTICS

EN 12101-1:2005

EN 12101-1/A1:2006

Fire resistance – sealing against smoke penetration

Fire resistance – mechanical stability

Fire resistance – integrity

DECLARED PERFORMANCE OF THE PRODUCT:

DECLARATION OF PERFORMANCE
According to Regulation (EU) No 305/2011 of the European Parliament and of the Council (CPR)

712-5-25.01 / XXXXXX-XX

Static smoke barrier SMOKEbarrier ST

XXXXXX-XX (view label on the product)

Smoke barriers are used to divide the building into smoke sections in case of fire. They prevent and 

control the spread of smoke within the building. 

AVAPS s.r.o., U Obalovny 488, 250 67 Klecany, Czech Republic

System 1

1396 (FIRES s.r.o.)

EN 12101-1:2005, EN 12101-1/A1:2006

1396-CPR-0028
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